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General Information

CUSTOMER
Mr. First Name Last Name

INSPECTION DATE INSPECTION LOCATION

1/1/2026 19 S 2nd St
Philadelphia PA 12345

VIN REPORT ID
16 Digit VIN November 10,1775 : Year Make
& Model
Inspection Details

Weather: Type of Inspection: Style of RV:
Clear Buyer: Pre-Purchase RV Inspection Super C
RV Status: Client Is Present: Start Temperature:
Vacant: Private Seller Yes 62 degrees

Comment Key & Definitions

This time sensitive document was prepared for the client listed on the Cover Page of this report. Any
reproduction, use, or resale of this document by individuals other than who is listed on the report

cover page, or their assigns, is not supported by the inspector and company.

To locate an RV Technician in your area use the link below

RV Help

Please visit our website for Preferred Products

Double Diamond RV Inspection

Please review attachment with this report for details related to the NRVIA Standard of Practice

Comment Key or Definitions
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Acceptable (A) = A visually observed item, component or unit and if no other comments were made then
it appeared to be performing its intended function with little or no deterioration visible.

Fair (F)= The item or its components is not in need of immediate repair as it is performing its intended
function but deterioration is visible. Some may elect to repair or replace this item now while others may
wait.

Poor (P) = The item, component or unit is not functioning as intended and replacement is recommended,
or needs further action by a qualified RV technician.

Not Inspected (NI)= The item, unit or component was not inspected, and no representations were made
as to whether or not it was functioning as intended and a statement for the reason for not inspecting may
be made.

Not Present (NP) = This item, component or unit is not in this RV.
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A 1. VEHICLE INFORMATION

R STYLES & MATERIALS: VEHICLE INFORMATION

VIN Number: VIN Location: RVIA / Canadian Seal Number:

VIN #::16 Digit VIN Driver's Seat Area Seal Number / Other Info : RVIA
Door Panel Seal #

Gross Vehicle Weight Rating Brand of RV: Model Number:

(GVWR):

Manufacturer's Brand Name

RV Designation/Floorplan

From Data Plate
Specify in Ibs or kg : 29000lbs

Brand Name : Entegra Model Number : 37TS

Manufacturer Name and Date of Manufacturer: Chassis Manufacturer Name:

Location: February Freightliner
Jayco Year : Year
Location: City, State :
Middlebury, IN
Chassis Manufacturer Date:
November
Year : 2019
@ [TEMS: VEHICLE INFORMATION
1.0 VEHICLE DATA
(1) Manufacturer's VIN Data Plate Photo
(2) RVIA Seal Photo
(3) Incomplete Chassis VIN Data Plate Photo
(4) Recall and VIN information
# 2. ROOF EXTERIOR
R STYLES & MATERIALS: ROOF EXTERIOR
Roof Type: Areas of Possible Water Roof Ladder Type:
Fiberglass Intrusion: Mounted
Yes

Number of Solar Panels: TV Antenna - Moves Up and TV Antenna - Cleaned and
None Down: Maintained:
No Yes
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Extra Info : Antenna Rotates
360 Degrees

Equipment Removed:
No

© |TEMS: ROOF EXTERIOR

2.0 ROOF CONDITION
& ACCEPTABLE

Antenna Penetration

Antenna Penetration

2.1 FRONT CAP, JOINTS AND SEALS
1 ACCEPTABLE

RN

Kl
~-

Curbside Frént Corner Streetside Front Corner

Inspector notes areas on both front corners where Front Cap meets Roof edge that show sealant coverage,
but paint cracked.

2.2 TRIM RAIL (CURBSIDE)
& ACCEPTABLE

2.3 REAR CAP, JOINTS AND SEALS
O FAIR
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Rear Cap and Roof Seam Rear-‘Ca‘p and Roo

Inspector notes multiple areas along top of Rear Cap where Roof meets cap that show evidence of cracked/
missing sealant. This represents an area of potential water intrusion. Recommend repair by qualified RV
Technician.

2.4 TRIM RAIL (STREETSIDE)
& ACCEPTABLE

2.5 VENTS - POWERED (14 X 14)
& ACCEPTABLE

Roof

Roof Vent

2.6 PLUMBING VENT COVERS
& ACCEPTABLE

2.7 SKYLIGHTS
& ACCEPTABLE

Skylight
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2.8 CENTER AIR CONDITIONER COVER
& ACCEPTABLE

Center Air Conditioner Cover

2.9 CENTER AIR CONDITIONER COILS
& ACCEPTABLE

Center Air Conditioner Coils

2.10 REAR AIR CONDITIONER COVER
& ACCEPTABLE

Rear Air Conditioner Cover

2.11 REAR AIR CONDITIONER COILS
& ACCEPTABLE

%n o g o CON e
Center Air Conditioner Cover

Center Air Conditioner Coils

Rear Air Conditioner Cover
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Rear Air Conditioner Coils

Rear Air Conditioner Coils

2.12 TV ANTENNA EXTERIOR ROOF UNIT
& ACCEPTABLE

2.13 SATELLITE ANTENNA
& ACCEPTABLE

2.14 RADIO ANTENNA
& ACCEPTABLE

2.15 SOLAR PANELS

Inspector notes Solar Panel wiring prep on roof installed.

2.16 LADDER - ROOF ACCESS
& ACCEPTABLE

A 3. FRONT WINDSHIELD

R STYLES & MATERIALS: FRONT WINDSHIELD

Windshield Type:
Glass with Frame

© |TEMS: FRONT WINDSHIELD

3.0 WINDSHIELD CONDITION
& ACCEPTABLE

3.1 WINDSHIELD WIPER CONDITION AND OPERATION
& ACCEPTABLE
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3.2 HEADLIGHT OPERATION
& ACCEPTABLE

3.3 SIDE - REAR VIEW CAMERA OPERATION
& ACCEPTABLE

A 4(A) . FRONT CAP / WALL

R STYLES & MATERIALS: FRONT CAP / WALL

Exterior Wall Type: Exterior Wall Surface Type: Any Damage or Discoloration
Molded Fiberglass Cap Full Body Paint with Decals or Delamination?:
No
Windows: Cargo Slideout Tray/Shelves: Cargo Doors:
Glass with No Frame Not Present None

© |TEMS: FRONT CAP / WALL

4.0.A SIDEWALL CONDITION
1 ACCEPTABLE

Streetside Front Cap Sealant

Inspector notes both areas of Front Cap sealant show signs of deterioration. Recommend repair by
qualified RV Technician.

4.1.A PAINT AND DECALS
& ACCEPTABLE

4.2.A WINDOWS
& ACCEPTABLE

A 4(B) . CURBSIDE - SIDEWALL
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R STYLES & MATERIALS: CURBSIDE - SIDEWALL

Exterior Wall Type: Exterior Wall Surface Type:
Laminated Panel Full Body Paint with Decals
Windows: Cargo Slideout Tray/Shelves:
Glass with No Frame Not Present

@ |TEMS: CURBSIDE - SIDEWALL

4.0.B SIDEWALL CONDITION
& ACCEPTABLE

4.1.B PAINT AND DECALS
& ACCEPTABLE

4.2.B WINDOWS
& ACCEPTABLE

4.3.B CARGO/ACCESS DOORS
1 ACCEPTABLE

Cargo Access

Any Damage or Discoloration
or Delamination?:
No

Cargo Doors:
Doors with Keyed Slam Latch
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ASME Tank Cargo Access

Lower Panel deféct

Curbside Cargo Access Doors.

Inspector notes defect on lower panel on rear Curbside trim.

4.4.B CARGO INTERIOR COMPARTMENT CONDITION
& ACCEPTABLE

A 4(C) . STREETSIDE SIDEWALL

R STYLES & MATERIALS: STREETSIDE SIDEWALL

Exterior Wall Type: Exterior Wall Surface Type: Any Damage or Discoloration
Laminated Panel Full Body Paint with Decals or Delamination?:
No
Windows: Cargo Slideout Tray/Shelves: Cargo Doors:
None Not Present Doors with Keyed Slam Latch

© |TEMS: STREETSIDE SIDEWALL

4.0.C SIDEWALL CONDITION
& ACCEPTABLE
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4.1.C PAINT AND DECALS
& ACCEPTABLE

4.2.C CARGO/ACCESS DOORS
& ACCEPTABLE

4.3.C CARGO INTERIOR COMPARTMENT CONDITION
& ACCEPTABLE

A 4(D) . REAR CAP / WALL

R STYLES & MATERIALS: REAR CAP / WALL

Exterior Wall Type:
Molded Fiberglass Cap

Windows:
Glass with No Frame

Exterior Wall Surface Type:
Full Body Paint with Decals

Cargo Slideout Tray/Shelves:

Not Present

Any Damage or Discoloration
or Delamination?:
No

Cargo Doors:
None

@® |TEMS: REAR CAP / WALL

4.0.D SIDEWALL CONDITION
& ACCEPTABLE

4.1.D PAINT AND DECALS
& ACCEPTABLE

4.2.D WINDOWS
& ACCEPTABLE

A 5(A) . MAIN ENTRY DOOR

R STYLES & MATERIALS: MAIN ENTRY DOOR

Type of Entrance Door: Screen Door:
Metal Acceptable

Keyless Entry Door Lock
System:
Yes
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Keyless Entry Door Lock
Functional:
Yes

Type of Step System:
Electric

Keyed Door Lock / Deadbolt:

Yes

Number of Steps:
Three

Keyed Door Lock / Deadbolt
Functional:
Yes

Grab Bar Type:
Grab Handle

Is the Interior Step Cover
Present and Operational?:
Not Present

© |TEMS: MAIN ENTRY DOOR

5.0.A DOOR CONDITION
1 ACCEPTABLE

BN

PR

Keyless En'Ery Pad

Inspector notes door code for keyless entry is currently set at 3715.

A 5(B) . DRIVER DOOR

R STYLES & MATERIALS: DRIVER DOOR

Type of Entrance Door: Keyed Door Lock / Deadbolt: Keyed Door Lock / Deadbolt

Metal Yes Functional:
Yes

Type of Step System: Number of Steps: Grab Bar Type:

Other Two Grab Handle

© |TEMS: DRIVER DOOR

5.0.B DOOR CONDITION
& ACCEPTABLE
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A 5(C) . PASSENGER DOOR

R STYLES & MATERIALS: PASSENGER DOOR

Type of Entrance Door: Keyed Door Lock / Deadbolt:
Metal Yes

Type of Step System: Number of Steps:

Other Two

® |TEMS: PASSENGER DOOR

5.0.C DOOR CONDITION
& ACCEPTABLE

A 6(A) . MAIN AWNING FRONT

R STYLES & MATERIALS: MAIN AWNING FRONT

Awning Material: Awning Length:
Cloth Length of Awning

Length in Feet : 16'

@ |TEMS: MAIN AWNING FRONT

6.0.A FRAME AND LATCHING MECHANISM
& ACCEPTABLE

6.1.A FABRIC CONDITION
& ACCEPTABLE

Keyed Door Lock / Deadbolt
Functional:
Yes

Grab Bar Type:
Grab Handle

Operational Type:
Electric
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Awning Fabric (Top)
Awning Fabric (top)

6.2.A AWNING OPERATION
1 FAIR

B

AvIRing ron=exaeisicn

Inspector notes that awning does not extend under its own power. Once extension is initiated, it was
necessary to manually push the front awning bar out to allow full awning extension. Recommend repair by
qualified RV Technician.

A 6(B) . DOOR AWNING

© |TEMS: DOOR AWNING

A 7(A) . CURBSIDE FRONT SLIDEOUT

R STYLES & MATERIALS: CURBSIDE FRONT SLIDEOUT

Slideout Roof Type: Slideout Drive System: Is There Access to a Slideout
PVC Electric Motor w/Gear and Rack Over Ride System?:
System No

© |TEMS: CURBSIDE FRONT SLIDEOUT
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7.0.A SLIDEOUT ROOF
& ACCEPTABLE

7.1.A SLIDEOUT T-MOLDING TRIM
& ACCEPTABLE

7.2.A SEALS, SWEEPS AND GASKETS
1 FAIR

Slideout Sweep not fully
deployed

Inspector notes that Slideout sweep on rear of Curbside Front Slideout does not fully deploy.

7.3.A SLIDE RAIL GEAR RACK SYSTEM
& ACCEPTABLE

7.4.A 12-VOLT DC CONTROL AND SWITCHES
& ACCEPTABLE

7.5.A SLIDEOUT OPERATION AND ALIGNMENT
& ACCEPTABLE

Curbside Front Slideout Operation

7.6.A SLIDEOUT AWNING TOPPER OPERATION
& NOT PRESENT
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A 7(B) . CURBSIDE CENTER SLIDEOUT

® |ITEMS: CURBSIDE CENTER SLIDEOUT

#A 7(C) . CURBSIDE REAR SLIDEOUT

R STYLES & MATERIALS: CURBSIDE REAR SLIDEOUT

Slideout Roof Type: Slideout Drive System:
PVC Lippert Schwintek w/In-wall
Electric Motor

Awning Topper Length:
Length of Awning Topper
Length in Feet : 6 feet

© |ITEMS: CURBSIDE REAR SLIDEOUT

7.0.C SLIDEOUT ROOF
& ACCEPTABLE

7.1.C SLIDEOUT T-MOLDING TRIM
& ACCEPTABLE

7.2.C SEALS, SWEEPS AND GASKETS
& ACCEPTABLE

7.3.C SLIDE RAIL GEAR RACK SYSTEM
& ACCEPTABLE

7.4.C 12-VOLT DC CONTROL AND SWITCHES
& ACCEPTABLE

7.5.C SLIDEOUT OPERATION AND ALIGNMENT
& ACCEPTABLE

Is There Access to a Slideout

Over Ride System?:
No
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CurbsideReg GrdzolisDeploy = Curbsidirlea:\ StdetuERatract'=

Curbside Rear Slideout

7.6.C SLIDEOUT AWNING TOPPER OPERATION
& ACCEPTABLE

7.7.C SLIDEOUT AWNING TOPPER FRAME & LATCHING MECHANISM
& ACCEPTABLE

7.8.C SLIDEOUT AWNING TOPPER FABRIC
& ACCEPTABLE

Small Tear in Awning Topper

Inspector notes area where Awning Topper shows signs of wear.

A 7(D) . STREETSIDE FRONT SLIDEOUT

© |TEMS: STREETSIDE FRONT SLIDEOUT

A 7(E) . STREETSIDE CENTER SLIDEOUT

R STYLES & MATERIALS: STREETSIDE CENTER SLIDEOUT

Slideout Roof Type: Slideout Drive System:
PVC Electric Motor w/Gear and Rack

Is There Access to a Slideout

Over Ride System?:
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System No

Awning Topper Length:
Length of Awning Topper
Length in Feet : 14 feet

® |TEMS: STREETSIDE CENTER SLIDEOUT

7.0.E SLIDEOUT ROOF
& ACCEPTABLE

7.1.E SLIDEOUT T-MOLDING TRIM
& ACCEPTABLE

7.2.E SEALS, SWEEPS AND GASKETS
& ACCEPTABLE

7.3.E SLIDE RAIL GEAR RACK SYSTEM
& ACCEPTABLE

7.4.E 12-VOLT DC CONTROL AND SWITCHES
& ACCEPTABLE

7.5.E SLIDEOUT OPERATION AND ALIGNMENT
O FAIR

YaochiElicn il

Inspector notes that front of Streetside Center Slideout is not aligned correctly. This is noted while looking
at the alignment of the decals on Slideout and Decals on sidewall. Recommend adjustment/repair by
qualified RV Technician.

7.6.E SLIDEOUT AWNING TOPPER OPERATION
& ACCEPTABLE

7.7.E SLIDEOUT AWNING TOPPER FRAME & LATCHING MECHANISM
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& ACCEPTABLE

7.8.E SLIDEOUT AWNING TOPPER FABRIC
& ACCEPTABLE

A 7(F) . STREETSIDE REAR SLIDEOUT

© |ITEMS: STREETSIDE REAR SLIDEOUT

A 8(A) . FRONT WHEEL ASSEMBLY - CURBSIDE

B DESCRIPTION

NOTE: The National Transportation Safety Board (NTSB) and some tire manufacturers are recommending
that all tires older than six years should be replaced, regardless of their condition.

R STYLES & MATERIALS: FRONT WHEEL ASSEMBLY - CURBSIDE

Tire Brand: Tire Size: DOT Date:

Michelin 275/80R22.5 Visually Verified
Enter wwyy : 4019

Load Capacity: Load Range: RV Manufacturer's

Single Tire Rating G Recommended Inflation Air
Pressure:
10 PSI

Current Air Pressure in Tire: Valve Extensions Installed?: Tire Pressure Monitors

Tire Gauge Reading (psi) No Installed?:

PSI: 86.6 No

© |TEMS: FRONT WHEEL ASSEMBLY - CURBSIDE

8.0.A TIRE/RIM CONDITION
1 ACCEPTABLE
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Current Tire Pressure DOT Date Code

Inspector notes that tire is nearing recommended timeframe from National Transportation Safety Board
(NTSB) for evaluation of replacement.

8.1.A TIRE TREAD CONDITION
& ACCEPTABLE

A 8(B) . DRIVE AXLE WHEEL ASSEMBLY - CURBSIDE INSIDE

R STYLES & MATERIALS: DRIVE AXLE WHEEL ASSEMBLY - CURBSIDE INSIDE

Tire Brand: Tire Size: DOT Date:
Michelin 275/80R22.5 Visually Verified
Enter wwyy : 4019
Load Capacity: Load Range: RV Manufacturer's
Single Tire Rating G Recommended Inflation Air
Pressure:
10 PSI
Current Air Pressure in Tire: Valve Extensions Installed?: Tire Pressure Monitors
Unable to Verify Tire Pressure No Installed?:
No

© |TEMS: DRIVE AXLE WHEEL ASSEMBLY - CURBSIDE INSIDE

8.0.B TIRE/RIM CONDITION
1 ACCEPTABLE

Q. Inspector notes that tire is nearing recommended timeframe from National Transportation Safety Board
(NTSB) for evaluation of replacement.

8.1.B TIRE TREAD CONDITION
& ACCEPTABLE
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#A 8(C) . DRIVE AXLE WHEEL ASSEMBLY - CURBSIDE OUTSIDE

R STYLES & MATERIALS: DRIVE AXLE WHEEL ASSEMBLY - CURBSIDE OUTSIDE

Tire Brand: Tire Size: DOT Date:
Michelin 275/80R22.5 Visually Verified
Enter wwyy : 4019
Load Capacity: Load Range: RV Manufacturer's
Single Tire Rating G Recommended Inflation Air
Pressure:
10 PSI
Current Air Pressure in Tire: Valve Extensions Installed?: Tire Pressure Monitors
Unable to Verify Tire Pressure No Installed?:
No

© |TEMS: DRIVE AXLE WHEEL ASSEMBLY - CURBSIDE OUTSIDE

8.0.C TIRE/RIM CONDITION
1 ACCEPTABLE

Q Inspector notes that tire is nearing recommended timeframe from National Transportation Safety Board
(NTSB) for evaluation of replacement.

8.1.C TIRE TREAD CONDITION
& ACCEPTABLE

A 8(D) . FRONT WHEEL ASSEMBLY - STREETSIDE

R STYLES & MATERIALS: FRONT WHEEL ASSEMBLY - STREETSIDE

Tire Brand: Tire Size: DOT Date:

Michelin 275/80R22.5 Visually Verified
Enter wwyy : 4019

Load Capacity: Load Range: RV Manufacturer's

Single Tire Rating G Recommended Inflation Air
Pressure:
10 PSI

Current Air Pressure in Tire:
Tire Gauge Reading (psi)

Valve Extensions Installed?:

No

Tire Pressure Monitors
Installed?:
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PSI:84.4

No

© |TEMS: FRONT WHEEL ASSEMBLY - STREETSIDE

8.0.D TIRE/RIM CONDITION
& ACCEPTABLE

Current Tire Pressure

Inspector notes that tire is nearing recommended timeframe from National Transportation Safety Board
(NTSB) for evaluation of replacement.

8.1.D TIRE TREAD CONDITION

& ACCEPTABLE

#A 8(E) . DRIVE AXLE WHEEL ASSEMBLY - STREETSIDE INSIDE

R STYLES & MATERIALS: DRIVE AXLE WHEEL ASSEMBLY - STREETSIDE INSIDE

Tire Brand:
Michelin

Load Capacity:
Single Tire Rating

Current Air Pressure in Tire:
Unable to Verify Tire Pressure

Tire Size:
275/80R22.5

Load Range:
G

Valve Extensions Installed?:
No

© |TEMS: DRIVE AXLE WHEEL ASSEMBLY - STREETSIDE INSIDE

8.0.E TIRE/RIM CONDITION

DOT Date:
Unable to Visually Verify

RV Manufacturer's
Recommended Inflation Air
Pressure:

10 PSI

Tire Pressure Monitors
Installed?:
No
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& ACCEPTABLE

Inspector notes that tire is nearing recommended timeframe from National Transportation Safety Board
(NTSB) for evaluation of replacement.

8.1.E TIRE TREAD CONDITION
& ACCEPTABLE

A 8(F) . DRIVE AXLE WHEEL ASSEMBLY - STREETSIDE OUTSIDE

R STYLES & MATERIALS: DRIVE AXLE WHEEL ASSEMBLY - STREETSIDE OUTSIDE

Tire Brand: Tire Size: DOT Date:
Michelin 275/80R22.5 Visually Verified
Enter wwyy : 4019
Load Capacity: Load Range: RV Manufacturer's
Single Tire Rating G Recommended Inflation Air
Pressure:
10 PSI
Current Air Pressure in Tire: Valve Extensions Installed?: Tire Pressure Monitors
Unable to Verify Tire Pressure No Installed?:
No

@® |ITEMS: DRIVE AXLE WHEEL ASSEMBLY - STREETSIDE OUTSIDE

8.0.F TIRE/RIM CONDITION
& ACCEPTABLE

Inspector notes that tire is nearing recommended timeframe from National Transportation Safety Board
(NTSB) for evaluation of replacement.

8.1.F TIRE TREAD CONDITION
& ACCEPTABLE

A 8(G) . SPARE TIRE ASSEMBLY

©® |TEMS: SPARE TIRE ASSEMBLY

A 9. EXTERIOR CHASSIS AND UNDERCARRIAGE
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B DESCRIPTION

Note: Due to insurance restrictions, the motor home can NOT be driven by the inspector. Also, due to the
lack of clearance under the motor home and safety concerns, the inspector will conduct the following
visual inspections from the outer perimeter of the motor home.

R STYLES & MATERIALS: EXTERIOR CHASSIS AND UNDERCARRIAGE

Chassis and Frame - Did

Inspector Check for Visible

Signs of Rust?:
Yes

Was rust present (Yes or No)? :

Yes

Chassis and Frame - Did
Inspector Check for any
Visible Signs of Excess Oil
Present?:

Yes

Was any present? : No

Running Gear - Did Inspector

Check for Hydraulic Hose
Leaks?:

Yes

Was any present? : No

Drive Axle Weight Rating:
Listed in lbs or kg
Weight Rating : 19000 Ibs

Chassis and Frame - Did
Inspector Check for Visible
Signs of Bent or Damaged
Components?:

Yes

Was any present? : No

Running Gear - Did Inspector
Check for Visible Signs of
Scraping or Drag Damage?:
Yes

Was any present? : No

Number of Axles:
Two

© |TEMS: EXTERIOR CHASSIS AND UNDERCARRIAGE

9.0 CHASSIS AND FRAME CONDITION

& ACCEPTABLE

9.1 SHOCK ABSORBER SYSTEM CONDITION

& ACCEPTABLE

9.2 RUNNING GEAR (AXLES, SPRINGS, RIMS, OTHER COMPONENTS)

& ACCEPTABLE

9.3 STEERING COMPONENTS

& ACCEPTABLE

9.4 AIR HORNS

Chassis and Frame - Did
Inspector Check for Visible
Signs of Excessive Wear?:
Yes

Was any present? : No

Running Gear - Did Inspector
Check for Visible Signs of
Damage from Tire Failure?:
Yes

Was any present? : No

Front Axle Weight Rating:
Listed in lbs or kg
Weight Rating : 10000 lbs
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& ACCEPTABLE

A 10. ENGINE, RADIATOR AND TRANSMISSION

B DESCRIPTION

Note: Due to insurance restrictions, the motor home can NOT be driven by the inspector. Also, due to the lack of
clearance under the motor home and safety concerns, the inspector will conduct the following visual
inspections from the outer perimeter of the motor home.

R STYLES & MATERIALS: ENGINE, RADIATOR AND TRANSMISSION

Engine Brand:
Cummins

Dash Air Conditioner
Temperature Reading:
F

Degrees : 42

Brake Type:
Air

Last Fuel Filter Change
Recorded:
No, Unknown

Inspect for Oil Leaks:
Yes

Oil Level on Dipstick:
Low

Coolant Analysis Performed:

No

Cooling Fan Type:
Electric

Transmission Analysis
Performed:
No

Hitch Receiver Brand:
Other

Pin Connector Type:
7 Pin

Engine Model - HP:
360 HP

Dash Radio Operational:
Yes

Last Oil Change Recorded:
No, Unknown

Exhaust Leaks:
No

Oil Pressure Reading:
Normal

Engine Starts:
Yes

Coolant Fans Accessible:
Yes

Transmission Brand:
Allison
Other Brand : 3000MH

Transmission Oil

Contaminated - Discolored:

No

Modifications to Hitch
System?:
No

Engine Mileage:
Other
Enter Mileage : 20000

Engine Type / Location:
Front Diesel

Last Oil Filter Change
Recorded:
No, Unknown

Exhaust System - Exhaust
Pipe/Converter/Muffler/
Brackets in Place?:

Yes

Oil Analysis Performed:
No

Radiator Location:
Front

Cooling Fan(s) Operational:
Yes

Inspect for Transmission Fluid

Leaks:
Yes

Transmission Fluid Level on
Dipstick:

Normal

Hitch Weight Rating:

Class 4 (up to 12,000 GTW)
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©® |ITEMS: ENGINE, RADIATOR AND TRANSMISSION

10.0 ENGINE RUNNING CONDITION
& ACCEPTABLE

10.1 ENGINE COMPARTMENT CLEANLINESS
& ACCEPTABLE

10.2 RADIATOR CONDITION
& ACCEPTABLE

10.3 COOLANT RESERVOIR CONDITION
& ACCEPTABLE

10.4 RADIATOR HOSES CONDITION
& ACCEPTABLE

10.5 HITCH RECEIVER CONDITION
& ACCEPTABLE

10.6 CONNECTOR ( 4-PIN OR 7-PIN )
& ACCEPTABLE

A 11. LEVELING SYSTEM AND COMPONENTS

R STYLES & MATERIALS: LEVELING SYSTEM AND COMPONENTS

Leveling System Type: Leveling System
Hydraulic Manufacturer:

EQ Systems
Ensure Jacks Extend and Inspect for Leaks or
Retract Fully: Mechanical Issues:
Yes Yes

® |TEMS: LEVELING SYSTEM AND COMPONENTS

11.0 LEVELING SYSTEM CONDITION
1 ACCEPTABLE

Inspect for Visible Signs of

Damage:
Yes
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A, Inspector notes hydraulic system shows evidence of fluid leak. The system did not actively drip during
exercising of system, but when viewing pump from undercarriage, the housing was wet and fluid drip was

forming. Recommend further evaluation by qualified technician.

A 12. 12-VOLT DC CHASSIS LIGHTS

R STYLES & MATERIALS: 12-VOLT DC CHASSIS LIGHTS

Types of Light Bulbs for
Chassis Light Systems:
LED

@ |TEMS: 12-VOLT DC CHASSIS LIGHTS

12.0 FRONT CLEARANCE LIGHTS
& YES

12.1 REAR CLEARANCE LIGHTS
& YES

12.2 STREETSIDE - MARKER LIGHTS
& YES

12.3 CURBSIDE - MARKER LIGHTS
& YES

12.4 LEFT TURN - BRAKE LIGHT - MARKER LIGHT
& YES

12.5 RIGHT TURN - BRAKE LIGHT - MARKER LIGHT
& YES

12.6 BACKUP LIGHTS
& YES

12.7 FLOOD LIGHTS
& YES

12.8 UTILITY LIGHTS
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& YES

12.9 COMPARTMENT LIGHTS
& YES

12.10 PORCH LIGHTS
& YES

12.11 SECURITY LIGHTS
& YES

A 13. ELECTRICAL SYSTEM 120-VOLT AC AND 12-VOLT DC

R STYLES & MATERIALS: ELECTRICAL SYSTEM 120-VOLT AC AND 12-VOLT DC

Power Source:
100 Amp / Two 50 Amp - 120
Volt AC Sources

12-Volt DC Fuse Panel Box
Condition:
Acceptable

Wires and Terminals Tight:
Solid Connection

GFCI Testing - Kitchen:
Pass

Power Converter - Verified:
Acceptable

Generator - Serial Number:
Numlber Not Visible

Generator - Transfer Switch:

Acceptable

Power Cord Condition:
Acceptable

Fuses Condition:
All Operational

GFCI Testing - Circuit Breaker
Panel Box:
Not Present

Power Converter - AC On:
Operational Test

DC Voltage with Shore Power
On:13.42

Generator - Brand:
Onan

Generator - Hours of
Operation:
From Generator Meter
Hours : 441

Generator Voltage Output:
Voltage Measured Under 50
Percent Load

Voltage Reading in AC Volts :
118.9 vVAC

Inside Electrical Panel Box
Condition:
Acceptable

Fuse Connections Condition:
Good Connection

GFCI Testing - Bathroom:
Pass

Power Converter - AC Off:
Operational Test

DC Voltage with Shore Power
Off : 13.08

Generator - Model Number:
From Manufacturer's Label
Model # : 8000QD

Generator - Radiator
Reservoir and Hoses
Condition:
Acceptable

Generator Frequency Output:
Frequency Measured Under
Load

Frequency Reading in Hertz : 60
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Inverter - Brand:
Magnum

Inverter - General Condition:

Acceptable

12-Volt DC Chassis Battery
Cables and Terminals
Condition:

Acceptable

12-Volt DC House Battery -
Box Condition:
Acceptable

12-Volt DC House Battery
Disconnect Switch:
Yes

Inverter - Model:
Not Visible

12-Volt DC Chassis Battery
Condition:
Acceptable

12-Volt DC Chassis Battery
Disconnect Switch:
Yes

12-Volt DC House Battery -
Cables and Terminals
Condition:

Acceptable

© |TEMS: ELECTRICAL SYSTEM 120-VOLT AC AND 12-VOLT DC

Inverter - Serial:
Not Visible

12-Volt DC Chassis Battery
Box Condition:
Acceptable

12-Volt DC House Battery -
Location:
Side Basement

12-Volt DC House Battery -
Water Level in Batteries:
Not Present

13.0 HOT SKIN TEST - WAS ANY FRAME AND RUNNING GEAR VOLTAGE RECORDED

& NO

Location 1

T cmcousB

Location 3
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Location 4 Location 7 B

Hot Skin Testing

13.1 HOT SKIN TEST - WAS ANY EXTERIOR WALL SURFACE VOLTAGE RECORDED
& NO

13.2 HOT SKIN TEST - WAS ANY DOOR HANDLES AND FRAMES VOLTAGE RECORDED
& NO

13.3 HOT SKIN TEST - WAS ANY WINDOW FRAMES AND TRIM VOLTAGE RECORDED
& NO

13.4 HOT SKIN TEST - WAS ANY OTHER VOLTAGE RECORDED
& NO

13.5 POWER CORD INSPECTED

& YES

13.6 ELECTRICAL PANEL BOX - SIGNS OF REPAIR OR SERVICE
& NO

Circuit Sub Panel Main Circuit Panel

Circuit Panel

13.7 ELECTRICAL PANEL BOX - CIRCUIT BREAKERS IN PLACE
& YES

13.8 ELECTRICAL PANEL BOX - WIRING WITH SIGNS OF DISCOLORATION FROM HEAT
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& NO
13.9 ELECTRICAL PANEL BOX - WIRING SECURE

& YES

13.10 ELECTRICAL PANEL BOX - ALL WHITE, BLACK AND GROUND WIRES KEPT SEPARATE
& YES

13.11 FUSE PANEL BOX INSPECTED
& YES

13.12 POLARITY / VOLTAGE TEST - ALL EXTERIOR RECEPTACLES
& YES

13.13 POLARITY / VOLTAGE TEST - BEDROOM RECEPTACLES
& YES

13.14 POLARITY / VOLTAGE TEST - RECEPTACLE BEHIND REFRIGERATOR
& YES

13.15 POLARITY / VOLTAGE TEST - KITCHEN RECEPTACLES
& YES

Kitchen Polarity Testing

Kitchen Polarity Testing

13.16 POLARITY / VOLTAGE TEST - LIVING ROOM RECEPTACLES
& YES
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Living Room Polarity Testing

Living Room Polarity Testing

13.17 POLARITY / VOLTAGE TEST - DINING AREA RECEPTACLES
& YES

13.18 POLARITY / VOLTAGE TEST - BATH AND TOILET AREA RECEPTACLES
& YES

13.19 POLARITY / VOLTAGE TEST - RECEPTACLES BEHIND ALL ELECTRONICS AND APPLIANCES
& YES

13.20 VOLTAGE TEST - USB PORTS / 12-VOLT PLUGINS

& YES
20
L A
USB Testing USB Testing
USB Testing
USB Testing

13.21 GFCI TRIP TESTING - BATHROOM RECEPTACLES
& YES
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13.22 GFCI TRIP TESTING - KITCHEN RECEPTACLES
& YES

13.23 POWER CONVERTER - DID DC VOLTAGE DROP AT LEAST 1/2 VOLT
& YES

13.24 GENERATOR - FUEL LEVEL GREATER THAN 1/4 TANK
& YES

13.25 GENERATOR - INSPECTED OIL LEVEL
& YES

13.26 GENERATOR - STARTS AND RUNS
& YES

13.27 GENERATOR - TESTED UNDER LOAD
& YES

{ =—3'—:_-.--/:
Generator Load Testing

Generator Load and Frequency Testing

13.28 INVERTER - INSTALLED
& YES

13.29 INVERTER - INSPECTED CABLES, WIRING AND FUSES
& NO

13.30 12 VOLT DC HOUSE BATTERY(S) - MATCHED FOR SIZE AND AGE
& YES

13.31 12 VOLT DC HOUSE BATTERY(S) - POSITIVE AND NEGATIVE CABLES MATCHED FOR LOAD
& YES

13.32 12 VOLT DC HOUSE BATTERY(S) - HAVE THEY BEEN MAINTAINED?
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& YES

13.33 12 VOLT DC HOUSE BATTERY(S) - OPERATIONAL

& YES

13.34 12 VOLT DC CHASSIS BATTERY - OPERATIONAL

& YES

13.35 CABLE AND SATELLITE TV HOOKUP VISUALLY ACCEPTABLE?

& YES

A 14. WATER SYSTEMS

B DESCRIPTION

NOTE: Due to the inability to determine the age and quality of the water in the fresh water tank, the tank
should be drained and sanitized before refilling for use.
NOTE: Due to the types of materials and waste used in the tanks and depending on previous maintenance,
fresh and waste monitor sensor probes may perform inaccurately between applications due to build up.

R STYLES & MATERIALS: WATER SYSTEMS

City Water - Food Grade Hose
Available for Test:
Yes

City Water - System Holds
Pressure:
Yes

On-Board Water System -
Pump Creates and Holds
Pressure:

Yes

Black Water Tank #1 - Tank or
Valve or Line Leaks:
No

Black Tank Flush - Present
and Labeled?:
Yes

Gray Water Tank #1 - Tank or
Valve or Line Leaks:
No

Gray Tank Flush - Present and
Labeled?:

City Water - Pressure
Regulator Available:
No

On-Board Water System -
Tested Fresh Water Fill:
Yes

Black Water Tank #1 - Valve
Operates:
Yes

Black Water Tank #1 - Drain
CapinPlace:
Yes

Gray Water Tank #1 - Valve
Operates:
Yes

Gray Water Tank - Drain Cap
in Place:
Yes

Battery Monitor Reading:
Full

City Water - Connections
Operate:
Yes

On-Board Water System -
Pressure System Works:
Yes

Black Water Tank #1 - Valve

Type:
Manual Pull T-Handle

Black Water Tank #1Drain
Cap Holds Waste Water Back:
Yes

Gray Water Tank #1 - Valve
Type:
Manual Pull T-Handle

Gray Water Tank - Drain Cap
Holds Gray Water Back:
Yes
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Not Present

© |ITEMS: WATER SYSTEMS

14.0 OPERATION AND CONDITION OF OUTSIDE SHOWER
& ACCEPTABLE

14.1 ONBOARD WATER FILTRATION SYSTEM
& ACCEPTABLE

14.2 CITY WATER CONNECTION CONDITION
& ACCEPTABLE

14.3 ON-BOARD WATER SYSTEM: TANK, WATER PUMP AND FIXTURES FOR TANK FILL CONDITION
& ACCEPTABLE

14.4 IN-LINE CHECK VALVE OPERATION
& ACCEPTABLE

14.5 WASTE WATER SEWER / HOSE FITTINGS
& ACCEPTABLE

14.6 BLACK WATER TANK #1
& ACCEPTABLE

14.7 GRAY WATER TANK #1
& ACCEPTABLE

14.8 BATTERY / WASTE / WATER MONITOR PANEL CONDITION
& ACCEPTABLE

A 15. PROPANE TANK, LINES AND CONNECTIONS

R STYLES & MATERIALS: PROPANE TANK, LINES AND CONNECTIONS

Propane ASME Tank: Hoses and Regulators: ASME - Location of the Tank:
Acceptable Acceptable Mounted Inside Frame Rails
ASME Tank Size: ASME - Date of Manufacture: ASME - Cover over Regulator:
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Tank Size in Gallons
Number of Gallons : 30

ASME - Regulator Vents
Downward:
Yes

ASME - Signs of Rust or
Damage:
No

LP Leak / Drop Test - Begin
Time:

Begin Time

Enter Start Time : 1031

LP Detector Model / Serial
Number:
RVSafe

LP Detector Alarm During
Test:
Yes

Carbon Monoxide Detector
Date:
Five Years Old

Smoke Detector Model / Serial

Number:
BRK

Fire Extinguisher - Minimum
1A-10B:C Rating:
Yes

Fire Extinguisher - Gauge
Indicates Charged State:
Yes

2019

ASME - LP Shutoff Valve
Installed:
Yes

LP Leak / Drop Test -:
Fail

LP Leak / Drop Test -
Completed Time:
Stop Time

Enter Stop Time : 1037

LP Detector Date:
Five Years Old

Carbon Monoxide Detector
Test Result:
Pass

Carbon Monoxide Detector
Alarm During Test:
Yes, by Pushing the Button

Smoke Detector Date:
Older than 5 Years

(Replacement Recommended)

Fire Extinguisher - Secure in

Bracket:
Yes

© |ITEMS: PROPANE TANK, LINES AND CONNECTIONS

15.0 ASME TANK
& ACCEPTABLE

15.1 LP LEAK SYSTEM TEST
1 FAIR

Yes

ASME - Extend-A-Stay Valve
Installed:
No

LP Leak / Drop Test - Did
Pressure Drop During Leak
Test:

Yes

LP Detector Test Result:
Pass

LP Detector Test Method:
Tested by Pushing Button

Carbon Monoxide Detector
Model / Serial Number:
RVSafe

Smoke Detector Test Result:
Pass

Smoke Detector Alarm During
Test:
Yes, by Pushing the Button

Fire Extinguisher - Mounted
within 24 Inches of Entrance
Door:

Yes
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Quick Disconnect not securing Test Start
testing equipment

Test End

Inspector notes that Leak System Test did not pass, however, the quick disconnect (located to the top left
of the ASME tank) did not securely fasten testing equipment. Testing was still conducted with this
condition present. Recommend repair of quick disconnect by qualified RV Technician.

15.2 COMBINATION LP / CO DETECTOR
& ACCEPTABLE

u-w o
4 m.www o
el okt <
B woll oA fperme wibond P 7% w7
Reglace ByRemplacer; Dec. 20

Combo CO2 Detector

Combo CO2/LP Detector

15.3 SMOKE DETECTOR
O FAIR
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Smoke Detector

Inspector notes that Smoke Detector is nearing (or at) recommended lifecycle replacement.
Recommendation is replacement prior to occupation of RV.

15.4 FIRE EXTINGUISHER
& ACCEPTABLE

A 16. APPLIANCES: KITCHEN

B DESCRIPTION

NOTE: Refrigerators need to be on for a minimum of 12 to 24 hours to be at full cooling condition. This
inspection may not reveal a problem if during the inspection the refrigerator was not on for the minimum
recommended time.

R STYLES & MATERIALS: APPLIANCES: KITCHEN

Refrigerator Brand:
WHIRLPOOL

Model # and Serial # :
WRS571CIHZ01 / HRX0473072

Refrigerator Type:
Residential

Refrigerator - Freezer Current
Temperature:

Degrees F

Degrees : 8

Refrigerator - Has Unit been
Running 12 + Hours:
Yes

Refrigerator - Thermostat
Sensor Control Mounted on
Fins:

Not Inspected

Refrigerator - Recall Installed

Refrigerator Cooling
Source(s):
120 Volts AC

Refrigerator - Control Panel
Location:
Between Doors

Refrigerator - Odor
Detectable in Freezer:
No

Refrigerator - Odor
Detectable in Refrigerator:
No

Refrigerator - RV Absorption
Refrigerator Thermister:
Fixed

Refrigerator Condensate Line

Refrigerator - Operates on all
Available Sources:
Yes

Refrigerator - Door Latch
Secure:
Yes

Refrigerator - Current
Refrigerator Temperature:
Degrees F

Degrees : 38

Refrigerator - Does Inside
Light Work:
Yes

Refrigerator - Location of
Vent Panels:

Access Panel / Door -
Residential Refrigerator

Cooktop - Brand:
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(Back of Refrigerator):
Not Inspected

Cooktop - All Burners Start/
Light:
Yes

Cooktop - Burner Ignition
Source:

Auto Piezo Ignition - Push
Button Creates a Spark

Microwave - Brand:
Furrion

Model # / Serial # / Specify
Other : FMCM15-SS

Convection Mode - Verified
Temperature of 350 Degrees:
Yes

Cooktop Exhaust Vent - Part
of Microwave:
Yes

Drain Properly?:
Not Present

Cooktop - Regulator Installed
on Propane Line?:
Yes

Cooktop - All Burners
Operate:
Yes

Microwave - Type:
Microwave / Convection

Microwave - Temperature of
Water after 60 Seconds:
Degrees F

Degrees :103.8

Cooktop Exhaust Vent -
Venting:
Vents to Exterior

Other
Model # / Serial # / Specify
Other : FURRION

Cooktop - Rubber Grommets
for Stovetop Grate:
Yes

Cooktop - Cover Matches
Countertop Material:
Yes

Microwave - Convection
Mode - Fan Blower Comes On:
Yes

Microwave - Rack and
Turntables are Installed:
Yes

® |ITEMS: APPLIANCES: KITCHEN

16.0 REFRIGERATOR - USER CONTROL PANEL
1 ACCEPTABLE

RN

Control Panel

Fridge Temperature
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Freezer Temperature

Inspector notes that Control Panel for refrigerator shows filter replacement required.

16.1 REFRIGERATOR - FRONT SIDE DOOR PANELS
& ACCEPTABLE

16.2 REFRIGERATOR - FRONT SIDE DOOR SEALS
& ACCEPTABLE

16.3 REFRIGERATOR - FRONT SIDE DOOR FRAME
& ACCEPTABLE

16.4 REFRIGERATOR - INSIDE FREEZER WALLS
& ACCEPTABLE

16.5 REFRIGERATOR - ICE MAKER
1 ACCEPTABLE

o, Inspector notes that On/Off switch for Ice Maker is located behind Ice Bucket.

16.6 REFRIGERATOR - FREEZER SHELVES / DOOR RACKS
& ACCEPTABLE

16.7 REFRIGERATOR - INSIDE WALLS
& ACCEPTABLE

16.8 REFRIGERATOR - SHELVES / DOOR RACKS
& ACCEPTABLE

16.9 REFRIGERATOR - CRISPER TRAYS AND DRAWERS
& ACCEPTABLE

16.10 REFRIGERATOR - BACKSIDE COOLING COILS / PROPER VENTING
& ACCEPTABLE
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16.11 COOKTOP - CONDITION
& ACCEPTABLE

16.12 COOKTOP - CONDITION OF KNOBS / CONTROLS
& ACCEPTABLE

16.13 COOKTOP - BURNER GRATE / COVER CONDITION
& ACCEPTABLE

16.14 COOKTOP - COLOR OF BURNER FLAME
& ACCEPTABLE

Cooktop Burner Flame

Cooktop Burner Flame

16.15 MICROWAVE - CONDITION
& ACCEPTABLE

Microwave

Microwave

16.16 COOKTOP EXHAUST VENT - FILTER AND LIGHTING CONDITION
& ACCEPTABLE

16.17 COOKTOP EXHAUST VENT - FAN SPEEDS AND VENT CONDITION
& ACCEPTABLE
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A 17. APPLIANCES: OTHER

R STYLES & MATERIALS: APPLIANCES: OTHER

Water Heater - Brand:
Dometic

Water Heater - Operates on

all Sources:
Yes

Water Heater - Leaks at
Pressure Relief Valve:
Yes

Water Heater - Dauber
Screens Installed:
No

Furnace - Floor Vents or
Outside Exhaust Vents
Blocked or Covered:

No

Washer / Dryer - Type:
Washer / Dryer Combo

Washer - Signs of Leaks or
Damaged Hoses:
No

@ |TEMS: APPLIANCES: OTHER

Water Heater - Type:
Tank Type

Water Heater - Water Output
Temperature:

Degrees F

Degrees : 121

Water Heater - Proper Drain
Plug Installed:
Yes

Furnace - Brand:
Other

Furnace - Warm Air Discharge
Out of Vents - Proper Return
Air Flow:

Yes

Washer - Operational - Verify
Wash and Rinse Cycle:
Yes

17.0 WATER HEATER - CONDITION OF BURNER ASSEMBLY AREA

& ACCEPTABLE

Water Heater - Heat
Source(s):
Gas and Electric

Water Heater - Type of
Ignition:
Standing Pilot Gas and Electric

Water Heater - Bypass Valves
in Correct Position:
Yes

Furnace - Operates:
Yes

Furnace - Dauber Screens
Installed:
No

Dryer - Operational:
Washer / Dryer Combo
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Burner Assembly

Burner Assembly

17.1 WATER HEATER - RUBBER GROMMET AROUND GAS LINE SEALED
& ACCEPTABLE

17.2 FURNACE #1 AIR INTAKE / EXHAUST AREA CONDITION
& ACCEPTABLE

17.3 WASHER / DRYER - CONDITION
& ACCEPTABLE

17.4 WASHER / DRYER - VENT CONDITION
& ACCEPTABLE

A 18(A) . FRONT AIR CONDITIONER

B DESCRIPTION

NOTE: The Delta-T average acceptable performance range is 14 to 22 degrees. In high humidity areas, the
range may be lower (12 to 16 degrees), and in desert areas, it may be higher (23 to 26 degrees).

R STYLES & MATERIALS: FRONT AIR CONDITIONER

Air Conditioner - Brand: Air Conditioner - Air Conditioner - Options:
Coleman Thermostatic Controls: Heat Pump
Dual with Furnace

Air Conditioner - Delta-T:
Degrees F
Degrees : 69.8 + 70.7

© |TEMS: FRONT AIR CONDITIONER

18.0.A AIR CONDITIONER CONDITION
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& ACCEPTABLE

18.1.A AIR CONDITIONER - FILTER CONDITION
& ACCEPTABLE

18.2.A AIR CONDITIONER - EXHAUST CONDITION
& ACCEPTABLE

# 18(B) . CENTER AIR CONDITIONER

© |TEMS: CENTER AIR CONDITIONER

A 18(C) . REAR AIR CONDITIONER

R STYLES & MATERIALS: REAR AIR CONDITIONER

Air Conditioner - Brand: Air Conditioner -
Coleman Thermostatic Controls:
Zoned

Air Conditioner - Delta-T:
Degrees F
Degrees : 476 + 44.2

© |ITEMS: REAR AIR CONDITIONER

18.0.C AIR CONDITIONER CONDITION
& ACCEPTABLE

18.1.C AIR CONDITIONER - FILTER CONDITION
& ACCEPTABLE

18.2.C AIR CONDITIONER - EXHAUST CONDITION
& ACCEPTABLE

A 19. INTERIOR

R STYLES & MATERIALS: INTERIOR

Air Conditioner - Options:

AC Only
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Cockpit/Navigation Area
Condition:
Acceptable

Ceiling - Condition:
Acceptable

Lights and Light Fixtures -
Condition:
Acceptable

Walls - Interior Doors
Condition:
Acceptable

Flooring - Condition:
Acceptable

Kitchen Sink - Type:
Aluminum

Shower / Tub - Door and
Frame and Seals Condition:
Acceptable

Bathroom Sink - Type:
Aluminum

© |TEMS: INTERIOR

19.0 CEILING INSPECTED
& YES

19.1 CEILING - PANELS LOOSE

& NO

Condition of Dash and
Gauges:
Acceptable

Ceiling Vents and Skylights -
Condition:
Acceptable

Types of Light Bulbs for Light
Systems:
LED

Closets and Pantries -
Condition:
Acceptable

Kitchen Sink - Condition:
Acceptable

Shower / Tub - Condition:
Acceptable

Bathroom Sink - Condition:
Acceptable

19.2 CEILING - WATER DAMAGED CEILING PANELS

& NO

19.3 CEILING - DISCOLORATION OR STAINS

& NO

19.4 CEILING - TRIM WORK MISSING OR DAMAGED

& NO

Backup Camera Operational:
Yes

Ceiling Vents and Skylights -
Trim Ring Around Vents and
Skylights:

Acceptable

Walls - Condition:
Acceptable

Windows - Condition:
Acceptable

Kitchen Sink - Style:
Single Bowl

Shower / Tub - Style:
Shower Stall

Bathroom Sink - Style:
Single Bowl
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19.5 CEILING VENTS AND SKYLIGHTS - THERMOSTATIC CONTROLS AND SWITCHES WORK
& YES

19.6 CEILING VENTS - ALL 12-VOLT DC FANS OPERATE
& YES

19.7 CEILING VENTS - ALL 120-VOLT AC FANS OPERATE
& YES

19.8 CEILING VENTS AND SKYLIGHTS - STAINS AROUND ROOF VENTS AND SKYLIGHTS
& NO

19.9 LIGHTS AND LIGHT FIXTURES - DO ALL 12-VOLT DC LIGHTS OPERATE
& YES

19.10 LIGHTS AND LIGHT FIXTURES - DO ALL 120-VOLT AC LIGHTS OPERATE
& YES

19.11 LIGHTS AND LIGHT FIXTURES - WALL MOUNTED LIGHT FIXTURES OPERATE
& YES

19.12 LIGHTS AND LIGHT FIXTURES - ROPE LIGHTS OPERATE
& YES

19.13 LIGHTS AND LIGHT FIXTURES - SPOT LIGHTS OPERATE
& YES

19.14 LIGHTS AND LIGHT FIXTURES - FLOOR LIGHTS OPERATE
& YES

19.15 LIGHTS AND LIGHT FIXTURES - ENTRY LIGHTS INSIDE RV OPERATE
& YES

19.16 LIGHTS AND LIGHT FIXTURES - MISSING OR BROKEN LENSES
& NO

19.17 LIGHTS AND LIGHT FIXTURES - MISSING SHADES OR BROKEN COVERS
& NO

19.18 WALLS INSPECTED
& YES
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19.19 WALLS - PANELS LOOSE
& NO

19.20 WALLS - WATER DAMAGED WALL PANELS
& NO

19.27 WALLS - PANELS DISCOLORED OR STAINED
& NO

19.22 WALLS - SOFT SPOTS ON WALLS
& NO

19.23 WALLS - TRIM WORK ON WALLS DAMAGED
& NO

19.24 WALLS - DAMAGE REPAIRS PERFORMED
& YES

19.25 WALLS - HOLES OR WALL REPAIRS
& NO

19.26 CLOSETS / PANTRIES INSPECTED
& YES

19.27 CLOSETS - PANTRIES - INTERIOR DOOR DAMAGE / SCRATCHES
& YES

19.28 CLOSETS AND PANTRIES - WOOD ROT OR BROKEN
& NO

19.29 CLOSETS AND PANTRIES - DRAWER DAMAGE / SCRATCHES
& YES

19.30 WINDOWS - ALL WINDOWS OPERATIONAL
& YES

19.31 WINDOWS - WINDOW COVERINGS OPERATIONAL
& YES

19.32 WINDOWS - EMERGENCY EXIT WINDOWS INSTALLED
& YES
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19.33 WINDOWS - EMERGENCY EXIT WINDOWS OPERATIONAL
& YES

Rear Emergency Exit

Rear Emergency Exit

19.34 FLOORING - SHEET VINYL
& YES

19.35 FLOORING - CARPET
& YES

19.36 FLOORING - CERAMIC TILE
& NO

19.37 FLOORING - TILE - OTHER
& NO

19.38 FLOORING - PLANK
& NO

19.39 FLOORING - FLOOR PANELS LOOSE
& NO

19.40 FLOORING - FLOOR COVERING DISCOLORED OR STAINED
& NO

19.41 FLOORING - WATER DAMAGE
& NO

19.42 FLOORING - CARPET WORN
& YES

19.43 FLOORING - SHEET VINYL STAINED
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& NO

19.44 FLOORING - SOFT SPOTS IN FLOOR
& NO

19.45 FLOORING - PREVIOUS REPAIRS PERFORMED
& NO

19.46 OPERATION AND CONDITION OF KITCHEN FAUCET
& YES

19.47 KITCHEN SINK - FAUCET WORKING
& YES

19.48 KITCHEN SINK - FAUCET LEAKS AT STEM
& NO

19.49 KITCHEN SINK - WATER DAMAGE UNDER SINK
O YES

Leak Under Kitchen Sink

Inspector notes water dripping from around the flange under sink bowl. Recommend repair by qualified
technician.

19.50 KITCHEN SINK - P-TRAP HOLDS WATER
& YES

19.51 KITCHEN SINK - SINK(S) HOLDS WATER
& YES

19.52 KITCHEN SINK - HOT AND COLD WATER AVAILABLE
& YES

19.53 OPERATION AND CONDITION OF TOILET
& YES
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19.54 TOILET - WATER LEAKS
& NO

19.55 TOILET - INDICATION OF PREVIOUS DAMAGE OR REPAIR
& NO

19.56 TOILET - BOWL HOLDS WATER
& YES

19.57 TOILET - MOUNTING PROBLEMS
& NO

19.58 OPERATION AND CONDITION OF SHOWER
& YES

19.59 SHOWER / TUB - STAINS, CHEMICAL BUILDUP IN STALL / TUB
& NO

19.60 SHOWER / TUB - WATER DAMAGE OR LEAKS
& NO

19.61 SHOWER / TUB - GLASS DOORS
& YES

19.62 SHOWER / TUB - SOAP DISH IN PLACE
& YES

19.63 SHOWER / TUB - DOOR LATCH FUNCTIONING
& YES

19.64 SHOWER / TUB - TOWEL RACKS IN PLACE
& YES

19.65 OPERATION AND CONDITION OF BATHROOM FAUCET
& YES

19.66 BATHROOM SINK - FAUCET WORKING
& YES

19.67 BATHROOM SINK - FAUCET LEAKS AT STEM
& NO
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19.68 BATHROOM SINK - WATER DAMAGE UNDER SINK

& NO

19.69 BATHROOM SINK - P-TRAP HOLDS WATER

& YES

19.70 BATHROOM SINK - SINK(S) HOLDS WATER

& YES

19.71 BATHROOM SINK - HOT AND COLD WATER AVAILABLE

& YES

A 20. FURNITURE

R STYLES & MATERIALS: FURNITURE

Chairs (Dinette-Driver-
Passenger) - Condition:
Acceptable

Dinette / Table / Chairs -
Condition:
Acceptable

Cabinets / Dressers - Types
of Hinges:
Hidden

® |ITEMS: FURNITURE

20.0 CHAIRS INSPECTED
& YES

Driver and Passenger Chair -
Seatbelt Condition:
Acceptable

Beds - Condition:
Acceptable

Cabinets / Closet Hardware -
Condition:
Acceptable

20.1 CHAIRS - FABRIC TEARS OR SEPARATION

& NO

20.2 CHAIRS - FABRIC DISCOLORED OR STAINS

& NO

20.3 CHAIRS - SIGNS OF EXCESS WEAR

& NO

Sofa - Condition:
Acceptable

Cabinets / Dressers -
Condition:
Acceptable
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20.4 CHAIRS - WATER DAMAGE
& NO

20.5 SOFA(S) INSPECTED
@ YES

Bed 2

Sofa Bed(s) Converted

20.6 SOFA - FABRIC TEARS OR SEPARATION
& NO

20.7 SOFA - FABRIC DISCOLORED OR STAINS
& NO

20.8 SOFA - SIGNS OF EXCESS WEAR
& NO

20.9 SOFA - WATER DAMAGE
& NO

20.10 DINETTE / TABLE / CHAIRS INSPECTED
& YES

20.11 DINETTE / TABLE / CHAIRS - FABRIC TEARS OR SEPARATION
& NO

20.12 DINETTE / TABLE / CHAIRS - FABRIC DISCOLORED OR STAINS
& NO

20.13 DINETTE / TABLE / CHAIRS - SIGNS OF EXCESS WEAR
& NO

20.14 DINETTE / TABLE / CHAIRS - WATER DAMAGE
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& NO

20.15 DINETTE / TABLE / CHAIRS - PREVIOUS REPAIRS PERFORMED
& NO

20.16 BEDS INSPECTED
& YES

20.17 BEDS - FABRIC TEARS OR SEPARATION
& NO

20.18 BEDS - FABRIC DISCOLORED OR STAINS
& NO

20.19 BEDS - SIGNS OF EXCESS WEAR
& NO

20.20 BEDS - PILLOW TOP MATTRESS
& NO

20.21 BEDS - BED COVERS
& YES

20.22 BEDS - COVERS MATCH DECOR
& YES

20.23 CABINETS / DRESSERS INSPECTED
& YES

20.24 CABINETS / DRESSERS - DOOR DAMAGE OR SCRATCHES
& NO

20.25 CABINETS / DRESSERS - COUNTER TOP DAMAGE OR SCRATCHES
& NO

20.26 CABINETS / DRESSERS - WOOD ROT OR BROKEN
& NO

20.27 CABINETS / DRESSERS - DRAWER DAMAGE OR SCRATCHES
& YES

Q Inspector notes normal wear and tear for age and use of RV.
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20.28 CABINET DOORS / DRAWERS - PULL-OUT OPERATION ACCEPTABLE

& YES

20.29 CABINET DOORS / DRAWERS - PREVIOUS REPAIRS PERFORMED

& NO
A 21(A) . LIVING ROOM TELEVISION

R STYLES & MATERIALS: LIVING ROOM TELEVISION

Unit Brand: Antenna Power Booster
Insignia Operates:
Yes

Remotes Operational:
Yes

@ |TEMS: LIVING ROOM TELEVISION

21.0.A UNIT WORKS PROPERLY
&1 NO

Q Inspector notes no channels due to indoor inspection location.

21.1.A UNIT CLEANED AND MAINTAINED
& YES

21.2.A UNIT PROPERLY MOUNTED AND SECURED
& YES

A 21(B) . BEDROOM TELEVISION

R STYLES & MATERIALS: BEDROOM TELEVISION

Unit Brand: Antenna Power Booster
Insignia Operates:
Yes

Remotes Operational:
Yes

Picks Up Local Channels:
No

Picks Up Local Channels:
No
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© |TEMS: BEDROOM TELEVISION

21.0.B UNIT WORKS PROPERLY
& NO

Q Inspector notes no channels due to indoor inspection location.

21.1.B UNIT CLEANED AND MAINTAINED
& YES

21.2.B UNIT PROPERLY MOUNTED AND SECURED
& YES

A 21(C) . OUTDOOR TELEVISION

R STYLES & MATERIALS: OUTDOOR TELEVISION

Unit Brand: Antenna Power Booster Picks Up Local Channels:
Insignia Operates: No
Yes

Remotes Operational:
Yes

© |TEMS: OUTDOOR TELEVISION

21.0.C UNIT WORKS PROPERLY
& NO

Q Inspector notes no channels due to indoor inspection location.

21.1.C UNIT CLEANED AND MAINTAINED
& YES

21.2.C UNIT PROPERLY MOUNTED AND SECURED
& YES

A 21(D) . RADIO / STEREOQ
R STYLES & MATERIALS: RADIO / STEREO
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Unit Brand: Antenna Power Booster Picks Up Local Channels:
Other Operates: Yes

Model # / Other Specify : Yes

Kenwood

Remotes Operational:
No

© |TEMS: RADIO / STEREO

21.0.D UNIT WORKS PROPERLY
O YES

A, O, Inspector notes exterior Radio did not power on during testing. Outside speakers could not be evaluated
during testing.

21.1.D UNIT CLEANED AND MAINTAINED
& YES

21.2.D UNIT PROPERLY MOUNTED AND SECURED
& YES

A 21(E) . BLU RAY PLAYER

R STYLES & MATERIALS: BLU RAY PLAYER

Unit Brand: Antenna Power Booster Picks Up Local Channels:
Sony Operates: No
Yes

Remotes Operational:
Yes

@ |TEMS: BLU RAY PLAYER

21.0.E UNIT WORKS PROPERLY
& YES

21.1.E UNIT CLEANED AND MAINTAINED
& YES

Page 60 of 62



Double Diamond RV Inspection

21.2.E UNIT PROPERLY MOUNTED AND SECURED
& YES

A 22. EXTERIOR RADIO

R STYLES & MATERIALS: EXTERIOR RADIO

Unit Brand: Antenna Power Booster Picks Up Local Channels:
Other Operates: No
Not Inspected

© |TEMS: EXTERIOR RADIO

22.0 UNIT WORKS PROPERLY
& NO

A, Inspector notes that exterior radio did not function during testing. Exterior speakers could not be tested
&, during inspection.

22.1 UNIT CLEANED AND MAINTAINED
& YES

22.2 UNIT PROPERLY MOUNTED AND SECURED
& YES
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Click on link(s) below for Report Attachments:

NRVIA Standard of Practice

ATTENTION: This inspection report is incomplete without reading the information included herein at these links/
attachments. Note If you received a printed version of this page and did not receive a copy of the report through
the internet please contact your inspector for a printed copy of the attachments.
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